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Sary-Shagan Probable Launch Area B

GEO COORDINATES ‘WAC BE NO

46-25N 072-56E 0245 None

Location: - Approximately 7,000 feet east of the Missile Storage an eckout
Area at Launch Camplex A, Sary-Shagan Antimissile Test Center; and 4 nauti-
cal miles (nm) NE of Sary-Shagan AMM/SAM Launch Area 2.

sNepation: Initia® road construction toward the arca first observed on-
_No vidence of construction at the area itself ‘at
s tanes e everent on [

General: Sary-Shagan.Probakle Launch Area B bears a resemblance to Sary-
Shagan Probable Laundli Area A, observed under construction at the same time.
Roth areas consist of a probable launch area in initial construction stage

and an electronic site. A ound scar, probably for a cable line, evident
for the first time on and not present on

NPIC K-3734 (8/65)
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25X1D “cxtends close to the site {rom the NE outrigger
at Flectronic Site G, a distance of approximately 17,380 fect. A prohable

cable line under construction at ADY/SAM Launch Area 2 will probably con-
nect that area with Probable Launch Area B.

Probable Launch Arca: Consists of 2 road and tgail served probable
launch sites in initial construction stage. ﬂnﬁscruping and
grading were observed at both sites which are approximately 1,755 feet
apart. The northern site is approximately 3,385 feet from the Iilectronic
Site. Construction status of the 2 sites remained unchanged fron_

The azimuth of a perpendicular bisector of a line between
the centers or the 2 probable launch sites is

Illectronic Site: -The electronic -site consists of a revetted central con-
trol position (a) occupied by vehicles/vans, 4 mounds occupied by 2 BACK
'NET radars (b and d) and 2 SIDE NET radars (c and e) and a single piece of
‘equipment (f). - Distance from Item b to c and Item d to e is 450 feet; dis-

tance from Item ¢ to d and Item e to b i t No chanege is apparent
at the site in status or occupancy from
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